Real time Protection.
Mission-ready Performance

/1K

ELECTRONICS

(&' MOoBILICOM

Secured Autonomy Compute PRO-AR

Advanced cybersecurity with modular
standards-based mission.computing
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Mobilicom and ARK Electronics introduce
SA Compute PRO-AR, part of the SA
Compute PRO line of secured autonomy
computers. SA Compute PRO-AR delivers
advanced cybersecurity with real-time
threat detection, intrusion prevention, and
secure data management, safeguarding
mission-critical systems from evolving
cyber threats.

HIGHLIGHTS
e Advanced, Continuous Cybersecurity
e Real-Time Threat Detection & Response

e High-Performance Al-Driven Processing
e Rlile lIAS Framework | isted

Built on NVIDIA Jetson Orin and Pixhawk open standards, its modular architecture provides
scalable integration for Group 1 and Group 2 uncrewed systems. Blue UAS Framework
certification accelerates procurement and validates trusted compliance.

By combining security, performance, and open standards, SA Compute PRO-AR helps
manufacturers bring platforms to market faster while ensuring secure, mission-ready

autonomy.

KEY BENEFITS

Proactive Threat Detection & Response
Automated alerts and Al-driven monitoring
identify and neutralize cyber threats in real
time.

Enhanced System Integrity

Secure configurations, process monitoring,
and application control prevent unauthorized
access, malware, and system tampering.

Mission Continuity

Cybersecurity measures safeguard stability
and resilience, even in contested and high-
pressure environments.

Blue UAS Certification

Blue UAS Framework listing accelerates
procurement, validates trusted standards,
and simplifies regulatory alignment and
approval.

Optimized Al-Driven Performance
High-speed processing accelerates real-time
analytics and rapid decision-making.

Standards-Based Interoperability
Pixhawk v6 open standards architecture
enables modular upgrades, broad
compatibility, and vendor flexibility.



@MOB,L'COM Real time Protection. AQK

Mission-ready Performance ELECTRONICS

WHAT IS SECURED AUTONOMY?

Mobilicom’s Secured Autonomy framework protects uncrewed systems across three pillars:
Secured Autonomous Platforms, Secured Autonomous Fleets, and Secured Communications &
EW Protection. Together, these pillars deliver end-to-end resilience for drones and robotics.

The SA Compute PRO line falls under the Secure Platforms pillar, combining advanced
cybersecurity with Al-based mission computing. Developed with leading partners, it ranges
from rugged, military grade systems to modular, standards-based designs with UAS

KEY FEATURES
Stateful Firewall. Controls and restricts network traffic to allow only authorized cormnmunications.

Application Control. Restricts system operations to trusted applications, preventing the execution
of malicious or unauthorized software.

Hardened OS Security. Implements advanced security configurations to minimize vulnerabilities,
enhancing resistance against cyberattacks.

Threat Detection. Continuously monitors for unauthorized access, detecting and mitigating cyber
threats in real time.

Threat Response. Leverages Al algorithms to identify and respond to evolving cyber threats,
supporting secure autonomous system operations.

Real-Time Activity Monitoring. Provides continuous oversight of system processes to detect
anomalies and ensure secure operations.

Audit & Compliance Logging. Maintains detailed, tamper-resistant logs for regulatory compliance,
forensic analysis, and security audits.

Al-Driven Processing Power. Delivers high-performance data analysis for rapid decision-making in
mission-critical environments.

High-Speed, Secure Data Handling. Supports fast, efficient data processing while maintaining
strong security protocols to protect against breaches.

NDAA-Compliant, Standards-Based Architecture. Pixnawk v6 open standards design enables
broad interoperability, modular upgrades, and compliance with NDAA requirements.
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CYBERSECURITY SPECIFICATIONS

Host Securit . .
4 Real-Time Reporting

e Real-Time System security health reporting with secured API

Platform Integrity
e Prevents modification of files indicated by the OEM

Secured Logger
e Embedded Logging Module with dedicated self-protection

Threat Detection and Response
e Detects Deviation from a security policy and allows autonomous
response when event happens

File System Encryption
e Sensitive data encrypted to secure against tampering and access

Process Monitoring
e Monitors processes, detects anomalies, and ensures corrective actions
promptly

System Hardening
e Enhances operating system resilience by reducing vulnerabilities against
attacks

Root Access Monitoring
e Monitors root access to prevent unauthorized system changes

Network

< . Stateful Firewall
ecurity

e Precisely controls network traffic, allowing only authorized commmunications

Intrusion Detection and Prevention
e Detects threats early, enacts countermeasures to prevent exploitation

Secure Communication Protocols
e Enforces secure protocols, protecting in-transit data from tampering

Protocol Enforcement
e Filters enforce protocol rules, eliminating attacks from manipulated protocols

Application

i Application Behavior Enforcement

e Restricts application behavior, blocking attacks manipulating system
operations

Behavior Monitoring
e Monitors application behavior, detects deviations, and identifies breaches

Application Shield
e Secure OEM Applications from malicious attacks
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Processing System-on-Module Flight Firmware
e NVIDIA® Jetson Orin NX Controller e PX4 Autopilot (default)
(16 GB USA Made 900- e Ardupilot (optional)
13767-0000-0A0) Sensors
GPU e Dual Invensense ICM-
o 1024 CUDA cores, 32 42688-P IMUs
Tensor cores e |nvensense [IM-42652
e /O TOPS INT8 Industrial IMU
CPU e Bosch BMP390 Barometer
e 8-core ARM Cortex- e Bosch BMMI150
A78AE (Orin NX) Magnetometer
Deep Learning Acceleration Processor / MCU
e Jetson Orin NX integrated e STM3Z2H743IIK6 MCU480
DL accelerators MHz, 2 MB Flash, 1 MB RAM
Additional Features
Memory and RAM e Triple synced IMUs (data
Storage e 16 GB LPDDR5 averaging, voting, filtering)
Storage Options e 1W heater for cold ops
e Swissbit SN3000MB480G|- e LED indicators
2MA2-2GB-STD 480 GB e MicroSD slot
SSD
Power Power Modes Standards e Blue UAS Framework
e 5V,500 mA Compliance Listed
(ARKVGX)(Jetson Orin NX e NDAA, USA-made
consumption not e FCC compliant
published)
Input/Output Serial Ports Dimensions e 116 MM x 72 mm x 37 mm
(1/0) e 8x UARTs mapped (GPS, (Lx W xH)
TELEM, Debug, RC, etc))
CANbus Weight e 1729
e Supported via PX4 stack
Modular e Pixhawk Autopilot Bus (PAB)
Design form factor
G e Pixhawk DS-010 (Autopilot
Standards SLE)
Alignment e DS-012 (voX)
e DS-020 (V6X-RT)
Contact us:

sales@mobilicom.com

For more info, scan the QR code or visit:

mobilicom.com/products/SACompPRO-AR
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